)\

ensavior

=

£Bell & Gossett

Series 1532
Short Coupled Pumps

The industry standard in end suction pump design.

WWW.ensavior.com






Series 1532 Short - Coupled Pumps

Standard Design Features

1. Self-flushing mechanical seals ensure maximum
seal face lubrication, heat dissipation and debris
removal without vulnerable, external flush tubing.

As much as 25 percent of the total pump flow
continuously flushes the seal faces.

2. Back pull-out design allows one service tech ease
of maintenance.

3. Aluminum bronze shaft sleeve construction is
standard. Special sealing between the sleeve and
shaft prevents corrosion of the shaft by the pumped
fluid.

4. Enclosed, balanced impeller for quiet, vibration
free performance. Impellers are precision fitted to the
shaft and positively locked with a shaft key.

5. Heavy duty cast iron volute construction for
175PSI working pressure.

6. Jacking bolts provide ease of volute
disassembly.

7. Gauge tappings on the suction and discharge
flanges along with volute vent and drain
tappings are standard.

8. Hydrostatic testing of each pump is standard.



Series 1532 Selection Charts
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Series 1532 Dimensions
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SIZE OF PUMP
AND SUCTION DD cP AB HA X z
DISCHARGE
1-1/4 AC(NPT) 1-1/2 NPT 7.00 23.03 8.46 13.63 5.00 4.50
1-1/2 AC(NPT) 2 NPT 7.00 22.95 8.46 13.63 6.00 4.63
2AC 2-1/2 7.00 23.45 8.46 13.63 6.50 4.75
2-1/2 AB 3.00 7.00 3225 | 1024 | 13.63 6.00 4.69
3AC 4.00 7.00 3219 | 1024 | 13.63 6.00 5.00
4 AC 5.00 8.00 3637 | 10.83 | 13.63 7.50 5.75
5A 6.00 10.00 | 4170 | 1220 | 2255 8.50 6.25
1-174BC(NPT) | 1-1/2NPT 8.00 31.05 | 1024 | 13.63 8.00 5.50
1-1/2 BC (NPT) 2 NPT 8.00 3091 | 1024 | 13.63 6.50 5.75
2BC 2-1/2 8.00 38.63 | 1220 | 15.20 7.00 5.88
2-1/2 BB 3.00 8.00 38.69 | 1220 | 1520 6.75 6.00
3BC 4.00 8.00 4125 | 1319 | 1713 7.50 6.13
4 BC 5.00 10.00 | 45.05 | 1555 | 19.30 8.00 7.00
5BC 6.00 11.00 | 3457 | 1024 | 16.00 | 10.00 7.50
6 BC 8.00 11.00 39.30 10.83 16.00 10.50 8.25
2E 3.00 10.00 | 3892 | 12220 | 2250 8.00 6.50
3E 4.00 10.00 | 4065 | 13.19 | 2250 9.50 7.38
4E 5.00 10.00 | 4423 | 1555 | 19.30 9.75 7.25
5E 6.00 11.00 | 3443 | 1024 | 16.00 | 10.50 7.94
6E 8.00 12.00 | 37.89 | 10.83 | 23.00 [ 11.00 8.47
2G 3.00 10.00 | 3228 | 1024 | 16.00 9.00 7.25
3G 4.00 10.00 | 3433 | 1024 | 16.00 9.50 8.00
4GB 5.00 11.00 | 37.43 | 10.83 | 16.00 | 10.00 8.56
5G 6.00 12.00 | 3998 | 1220 | 23.00 | 13.00 9.00
6G 8.00 12.00 | 4327 | 1555 | 23.00 | 14.00 9.31
8G 10.00 1437 | 4971 | 1831 | 28.00 [ 17.31 0.00




Series 1532 Construction features and options
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SR.NO (PART DESCRIPTION MATERIAL OF CONSTRUCTION
1 MOTOR EXTENDED SHAFT ALLOY STEEL AISI #4140
2 VOLUTE CAST IRON ASTM #A159
3 IMPELLER CF8,ASTM#A351
4 SHAFT SLEEVE ALUMINUM BRONZE ASTM #B505
5 IMPELLER KEY STAINLESS STEEL #304
6 IMPELLER WASHER STEEL
7 IMPELLER LOCK WASHER STAINLESS STEEL #304
8 IMPELLER CAP SCREW STAINLESS STEEL #304
9 VOLUE GASKET CELLULOSE FIBRE
10 MECHANICAL SEAL ASSEMBLY
BELLOWS BUNA N
FACES CARBON-CERAMIC
METAL PARTS BRASS
SPRINGS STAINLESS STEEL
11 MOTOR BRACKET
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Ensavior Technologies Pvt. Ltd

+91- 9658 373 373 ﬂ Plot No. 17A, Block A, Sector 19, Dwarka,

+91-11- 47350382 New Delhi-110075, INDIA

E info@ensavior.com
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